SIG ane ELECTRO-OPTICS WHISKEY™ 


WHIS RIFLESCOPE 


INSTRUCTIONS: 


MOUNTING: 


Choose rings and bases that correspond to your firearms action and your riflescope 
maintube diameter. Choose a ring height that gives the shooter a comfortable cheek 
weld. Make sure that there is no interference with any of the moving parts of your 
firearm. 


Adjust the riflescope inside of the rings for proper eye relief. WHISKEY6 riflescopes 
have roughly 4” of eye relief. 


Remove any cant from the riflescope. 
POINT OF IMPACT (PO!) CORRECTION: 


POI corrections should be done using the center of a three shot group. If you are not 
able to get a consistent three shot group then you will need to troubleshoot your rifle 
further. 


f your POI is located to the left of your point of aim (POA) then you need to adjust the 
windage to the right. The value of each click is marked on your riflescope. To move 
your POI to the right you will need to turn the windage turret counterclockwise. To 
move your POI left turn the windage turret clockwise. 


f your POI is located below your POA then you need to adjust your elevation up. The 
value of each click is marked on your riflescope. To move your POI up you will need to 
turn the elevation turret counterclockwise. To move your PO! down turn the elevation 
turret clockwise. 


he goal of these adjustments is for your point of impact to match up with your 
point of aim. You will need to make windage or elevation adjustments in order to 


accomplish this. 


RETICLES 


wo reticles are available in the WHISKEY6 riflescope. The QUADPLEX reticle and the 
MOA HUNTER MILLING reticle. Reticle details are provided on the following page. 


WHISKEY6 QUICK START GUIDE 


WHISKEY6 RETICLE SUBTENSIONS 


QUADPLEX RETICLE (0.25 MOA) 


MOA HUNTER MILLING RETICLE (0.25 MOA) 
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